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External device connections

Suspend modes

Docking connector

Power connector

Ethernet

USB 2.0

The Docking Connector located at center bottom, is used to connect the different
docks available. The Docking Connector is also used to connect the AC power source,
only connect Handheld approved AC Adaptor. The connector offers connection support for
power and a second USB device.

The Power connector (1) is located under the lid on the left side of the Algiz 8. It is used
to connect an external power source to the Algiz 8.

The Ethernet connector (2) is located under the lid on the left side of the Algiz 8. It is
used to connect the Algiz 8 to a network.

The USB connector (3) is located under the lid on the left side of the Algiz 8. It is used
to connect different external devices.

The operating system makes it possible to suspend system operation of the Algiz 8 without closing 
programs. The suspend modes is used to conserve battery power.
The Algiz 8 can be configured to suspend operation automatically when inactive.

Caution!

Caution!

The Power connector and the Docking connector must not be used at
the same time.

The Power connector and the Docking connector must not be used at
the same time.
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Suspend disk mode

Resume from suspend mode

In the suspend to disk mode, the current data is saved to the disk and the Algiz 8 is powered off. 
When the Algiz 8 is in suspend to disk mode the battery consumption is the same as in the off 
state.

To resume from the suspend modes, press the Power button described in the chapter
”Function buttons” on page 5.
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Note!

Since the suspend to disk mode stores information on the disk, make sure
there is sufficient disk space available.

Standby mode

Turn off monitor

The use of standby mode can increase operation time up to 8 hours. In standby mode power to 
unnecessary functions is turned off. It takes approximately 10 seconds for the Algiz 8 to resume 
operation when in standby mode.

By use of the turn off monitor function, operation time can increase up to 3.5 hours.
Algiz 8 resumes operation instantly, from standby mode, when the Power button is pressed.

Note!

Use of touch screen will not resume operation.
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Maintenance

Cleaning

Algiz 8 is maintenance-free, except for normal cleaning. All setting, i.e. date and time etc, should 
be done through the interface of the operating system, just like on any non-rugged PC.

The display/touch screen should be cleaned with glass cleaning agent, made for that purpose.

Keep the Algiz 8 clean and free from dust and dirt by using a soft, lint-free cloth regularly. If 
available, you can also use compressed air (maximum pressure 2 bar) but some caution is to be 
observed.

Caution!
You must avoid oil on the Touch Screen because it can be difficult to
remove.

WARNING!

No sharp objects or tools should be used when cleaning.
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Technical specification

Base system
Operating system: Microsoft Windows XP Pro or XP Embedded

Display: 8.4” colour TFT SVGA 800x600, 320Nits

Processor: Intel Celeron M ULV 373 1.0 GHz

Chipset: Intel 855

Memory: Standard 256 MB (max 1 GB)
Note: Up to 32 MB of graphic memory can be reserved for
processor usage.

Graphics: Intel Extreme Graphics 2 with shared memory

Audio: Built-in loudspeakers, built-in microphone

Pointing device: High resolution resistive touch screen

Storage: Up to 2 Compact Flash type II
One 2.5” HDD 40 GB or
one 2.5” ATA IDE Flash

Interfaces: Wireless LAN, 802.11 a/b/g
Bluetooth 2.0 + EDR, Class 1
One USB 2.0
One RJ45 Ethernet (10/100 Base-T)
One DC power connector, Voltage range 9-21 V
One docking connector with USB interface and power
One internal expansion slot, i.e. for extra communication
module
One expansion slot for grip-integrated module using USB
interface

11 Control buttons
with the following
functions:

Increase brightness Arrow-Up
Decrease brightness Arrow-Down
Tab Arrow-Right
Shift + Tab Arrow-Left
Escape Enter
Ctrl-Alt-Delete) Fn (Function)
3 programmable buttons with 2 functions each. 3 functions
are pre-defi ned; Alt-Tab, IE and Mail. 3 functions are free to
program for the user.

Battery: Primary 5300 mAh, 7.5 V (40 Wh), hot swappable

Power Supply: 60 W External Power 18,5V ± 10%
Vehicle Dock 9-36 V 65 W (isolated)*
AC/DC Power adaptor 115/230 V 50/60 Hz*
*Optional accessories

Housing: Aluminum with shock absorbing handles

Dimensions: 261 mm (w) x 199 mm (h) x 45 mm (d)

Weight: 1.9 kg

Stand-alone
Power
Requirements:

18,5V ± 10%
40 W (not charging batteries)

Charging Battery
Power
Requirements:

18,5V ± 10%
20 W (Powered off )
50 W (Powered on)
Voltage regulator required for vehicles
9.0 V to 11.0 V unit is powered but not charged



www.handheld.se
www.handheldeurope.com
www.handheldfinland.com

Algiz 8 
Manual
Version 1.0




